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 Exhibit B (1)

BOMB THREAT SEARCH TECHNIQUES

To be proficient in searching the building, search personnel must be thoroughly familiar with all hallways, restrooms, false ceiling areas and every location in the building where an explosive or incendiary device may be concealed.  When the room or particular facility is searched, it should be marked or the room sealed with a piece of tape and reported to the group supervisor.

The evacuation or search unit should be trained only in evacuation and search techniques and not in the techniques of neutralizing, removing or otherwise having contact with the device.

During the inspection of the building, give particular attention to all ceiling areas, rest rooms, access doors, and crawl space in rest rooms and areas used as access to plumbing fixtures, electrical fixtures, utility and other closet areas, space under stairwells, boiler (furnace) rooms, flammable storage areas, main switches and valves, e.g., electric, gas, and fuel, indoor trash receptacles, record storage areas, mail rooms, ceiling lights with easily removable panels, and fire hose racks.  While this list is not complete, it can give you an idea where a time-delayed explosive or an incendiary device may be concealed.

The following technique is based on use of a two-person searching team.  There are many minor variations possible in searching a room.  

To search an area you should:

1.
Divide the area and select a search height.

2.
Start from the bottom and work up.

3.
Start back-to-back and work toward each other.

4.
Go around the walls then into the center of the room.

The following is an expansion of the above basic techniques.

First Team Action - Listening

When the two-person search team enters the room to be searched, they should first move to various parts of the room and stand quietly, with their eyes shut and listen for a clock-work device.  Frequently, a clock-work mechanism can be quickly detected without use of special equipment.  Even if no clockwork mechanism is detected, the team is now aware of the background noise level within the room itself.

Background noise or transferred sound is always disturbing during a building search.  In searching a building, if a ticking sound is heard but cannot be located, one might become unnerved.  The 
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ticking sound may come from an unbalanced air conditioner fan several floors away or from a dripping sink down the hall.  Sound will transfer through air-conditioning ducts, along water pipes and through walls, etc.  One of the worst types of buildings to work in is one that has steam or water heat.  This type of building will constantly thump, crack, chatter and tick due to the expansion and contraction of the pipes.  Background noise may also be outside traffic sounds, rain, wind, etc.

Second Team Action - Division of Room and Selection of Search Height

The person in charge of the room searching team should look around the room and determine how the room is to be divided for searching and to what height the first searching sweep should extend.  The first searching sweep will cover all items resting on the floor up to the selected height.

Dividing the room - The room should be divided into two equal parts or as nearly equal as possible.  This equal division should be based on the number and type of objects in the room to be searched, not the size of the room.  An imaginary line is then drawn between two objects in the room, e.g., the edge of the window on the north wall to the floor lamp on the south wall.

Selection of First Searching Height - Look at the furniture or objects in the room and determine the average height of the majority of items resting on the floor.  In an average room, this height usually includes table or desktops, chair backs, etc.  The first searching height usually covers the items in the room up to hip height.

First Room Searching Sweep

After the room has been divided and a searching height has been selected, both persons go to one end of the room division line and start from a back-to-back position.  This is the starting point, and the same point will be used on each successive searching sweep.  Each person now starts searching around the room, working toward the other person, checking all items resting on the floor around the wall area of the room.  When the two people meet, they will have completed a "wall sweep" and should then work together and check all items in the middle of the room up to the selected hip height.  Don't forget to check the floor under the rugs.  This first searching sweep should also include those items which may be mounted on or in the walls, such as air-conditioning ducts, baseboard heaters, built-in wall cupboards, etc., if these fixtures are below hip height.  The first searching sweep usually consumes the most time and effort.  

Second Room Searching Sweep

The person in charge again looks at the furniture or objects in the room and determines the height of the second searching sweep.  This height is usually from the hip to the chin or top of the head.  The two people return to the starting point and repeat the searching techniques at the second selected 
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searching height.  This sweep usually covers pictures hanging on the walls, built-in bookcases, tall table lamps, etc.

Third Room Searching Sweep

When the second searching sweep is completed, the person in charge again determines the next searching height, usually from the chin or the top of the head up to the ceiling.  The third sweep is then made.  This sweep usually covers high mounted air-conditioning ducts, hanging light fixtures, etc.

Fourth Room Searching Sweep

If the room has a false or suspended ceiling, the fourth sweep involves investigation of this area.  Check flush or ceiling-mounted light fixtures, air-conditioning or ventilation ducts, sound or speaker systems, electrical wiring, structural frame members, etc.

The room searching technique can be expanded to an auditorium for example.

Have a sign or marker posted indicating "Search Completed" conspicuously in the area.  Use a piece of colored scotch tape across the door and door jamb approximately two feet above floor level if the use of signs is not practical.  

Encourage the use of common sense or logic in searching.  If a guest speaker at a convention has been threatened, common sense would indicate searching the speaker's platform and microphones first, but always return to the searching technique.  Do not rely on random or spot-checking of only logical target areas.  The bomber may not be a logical person.

When you search outside areas, pay particular attention to street drainage systems, manholes in the street, and in the sidewalk.  Thoroughly check trash receptacles, garbage cans, dumpsters, incinerators, etc.  Check parked cars and trucks.  Check mail boxes if there is a history of placement in your area.

All security and maintenance personnel should be alert to suspicious-looking or unfamiliar persons or objects.  Security and maintenance personnel should be instructed to make periodic checks of all rest rooms, stairwells, under stairwells, and other areas of the building to assure that unauthorized personnel are not hiding or reconnoitering or surveying the area.

Approved:  November 25,2002

FRIESS LAKE SCHOOL DISTRICT

Hubertus, Wisconsin

